
SWC-R WIDTH      STUD & GPDW
Model No. Dim 'A'      Requirements

SWC-212R-2 3-5/8" (92.1 mm)      2-1/2"  stud w/ 1/2" GPDW
SWC-212R-8 3-7/8" (98.4 mm)      2-1/2"  stud w/ 5/8" GPDW
SWC-358R-2       4-3/4" (120.7 mm)     3-5/8"  stud w/ 1/2" GPDW
SWC-358R-8 5" (127.0 mm)      3-5/8"  stud w/ 5/8" GPDW

NOTE
Other custom sizes are also available. Check with  factory  for availability
and lead time.

SWC-R SERIES

SELECTING YOUR SOFTFORMS ® SWC-R SERIES
OF WALL CAPS W/ REVEAL
Select proper SOFTFORMS wall cap from the information below.

MATERIAL:   Aluminum alloy...............3003 H-14 or equal
                      Finish.....................................Factory primed

        Metal thickness........................  .062" typical

SKETCH YOUR CUSTOM SHAPE HERE

SWC-212R-2 (Shown) CUSTOM WALL CAP
NO SCALE W/ 1/2" REVEAL

WIDTH DIM 'A'
(Studs & thickness of GPDW)

     7/8"
(22.2 mm)

     1"
(25.4 mm)

     1/2"
(12.7 mm)

     1"
(25.4 mm)

CUSTOM WALL CAPS W/ REVEAL
SAMPLE SPECIFICATION
specify as: SOFTFORMS®      Model #  SWC-XXXR-X

TAPE &
SPACKLE

Pittcon SOFTFORMS® LLC
6409 Rhode Island Avenue 3330 W. Flower Street
Riverdale, MD 20737 Phoenix, AZ 85017
(800) 637-7638 (800) 637-7638
(301) 927-1000 (602) 233-9100
Fax: (301) 699-8690 Fax: (602) 233-9400

PREFORMED ARCHITECTURAL PROFILES
FOR DRYWALL CONSTRUCTION

All details, methods and specifications are the exclusive property of
Pittcon Softforms® LLC. Pittcon reserves the right to change any
specifications or details without prior notification. All Softforms®

profiles are available in standard 10' lengths ±1/8" (2.048 M). Other
lengths are available as special order items.  For custom shapes,
sizes, or for special finishes, please contact the factory or your
nearest Pittcon sales representative.
© 2008 Pittcon SOFTFORMS® LLC. SR 22

The SWC-R SERIES is a custom brake-formed wall cap that
permits the introduction of a recessed reveal of variable depth and
width onto the top of gypsum divider walls. This allows the
replacement of wood handrails in cases where high traffic and
durability are a factor. The cap can be painted to match the color of
the wall or in a complimentary color using the recessed reveal as a
divider. Screws through the grooved fins must always engage with
metal or wood substructure to ensure proper installation.


