
The extruded aluminum profile shall incorporate a continuous
integral fin for surface contact to conventionally installed gypsum
drywall. The fins shall be 7/8" wide and shall be tapered to the edge.
The tapered fins shall be punched with holes staggered to accept
standard screw fastening.  A series of continuous grooves shall be
extruded into the face of the fins to provide greater bonding surface.
The extruded profiles shall be primed with corrosion-resistant
primer compatible with materials normally in use in conjunction with
commercial interiors, i.e.: joint compound, latex and enamel paints,
and wall covering adhesives.

MATERIAL:   Aluminum alloy............6063 T5 or equal
                      Finish..............................Factory primed

PREFORMED ARCHITECTURAL PROFILES
FOR DRYWALL CONSTRUCTION SR 12
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profiles are available in standard 10' lengths ±1/8" (2.048 M). Other
lengths are available as special order items.  For custom shapes,
sizes, or for special finishes, please contact the factory or your
nearest Pittcon sales representative.
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SWR-CD             DEPTH WIDTH
Model No.             Dim 'A' Dim 'B'

SAMPLE SPECIFICATION
specify as: SOFTFORMS®      Model #  SWR-CD-XXX-XXX

SWR-CD SERIES
CUSTOM DEPTH WALL REVEALS

SELECTING YOUR SOFTFORMS ® SWR-CD
SERIES OF WALL REVEALS
Select proper SOFTFORMS wall reveal from the information below.

1-1/2"
(38.1 mm)

CUSTOM SWR-CD WALL REVEAL
NO SCALE SECTION

WIDTH
DIM 'B'

5/8"
(15.9 mm)
NOMINAL

DEPTH DIM 'A'

7/8"
(22.2 mm)

SKETCH YOUR CUSTOM SHAPE HERE TAPE &
SPACKLE

The SWR-CD-SERIES wall reveal permits the introduction of a
recessed reveal of variable depth into gypsum board walls. This
allows the installation of items such as partitions directly into the
wall instead of mounting by exterior methods. In cases where fire
rating needs to be retained, the area behind reveal should be filled
completely with fire rated thermafiber.  Screws through the grooved
fins must always engage with metal or wood substructure to ensure
proper installation.

MATERIAL:   Aluminum alloy...............3003 H-14 or equal
                      Finish.....................................Factory primed

        Metal thickness........................  .062" typical

SWR-CD-200-200 2" (50.8 mm)       2" (50.8 mm)
SWR-CD-300-300 3" (76.2 mm)       3" (76.2 mm)
SWR-CD-400-400 4" (101.6 mm)       4" (101.6 mm)
SKETCH YOUR CUSTOM SIZE BELOW
NOTE
Other custom sizes can be manufactured.  Check with the factory for 
availability and lead time.


